
 
 
 
 

 
I) ATTENZIONE! 
 Togliere la corrente prima di eseguire qualsiasi collegamento elettrico o sostituire le 

lampadine. 
1) Fissare a parete il supporto A, eseguire il collegamento tra il cavo della linea di alimentazione 

con il morsetto della scatola B. 
2) Fissare la scatola B al supporto A con le borchie ed avvitare la lampadina. 
3) Fissare le foglie laterali 1 inserendo 2 rondelle in plastica tra il vetro e la paletta metallica e 

successivamente la foglia centrale 2 come da disegno con le apposite borchie C. 
4) Infilare il fondino 3 regolandone l’altezza con la rondella D e avvitare il finale 4. 
      ] 
(GB) WARNING! 
 Switch off the current before connecting or relamping. 
1) Hook the support A to the wall, make up the connection between the main feed line 

and the connector of the box B. 
2) Fix the box B to the support A with the studs and screw the bulb. 
3) Secure the outside leaves 1 inserting 2 nylon washer between the glass part and the 

metal clamp and succesively the central leaf 2 as sketch with the proper screws C. 
4) Slip the glass piece 3, adjusting its height with the  washer D and screw the piece 4. 
      ] 
 

Applique Decorative EXCELSIOR 
r 5361/OR 
r 5361/CR 
r 5361/GR 
r 5361/VR 
r 5361/RR 
 
 

h.  cm 36 
l.  cm 23 
p.  cm. 16 
Kg.  6 
r 120V  r 240V 
50Hz ~ 60Hz 
N°1  x  max 60 W 
r E27 r E26 (medium base) 
r B22 
Cl. I 

  

 

 
 

 

 


