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ATTENZIONE!

Togliere la corrente prima di eseguire qualsiasi collegamento elettrico o sostituire le
lampadine.

Fissare a parete il supporto A, eseguireil collegamento trail cavo dellalineadi alimentazione
con il morsetto della scatola B.

Fissare la scatola B a supporto A con il dado chiuso ed avvitare le lampadine.

Fissare prima le foglie in vetro interne 1 e successivamente le foglie esterne 2 con le apposite
borchie C.

Infilare il fondino 3 regolandone I’ altezza con larondellaD e avvitareil finale 4.

1

(USA) WARNING!

1)

2)
3)

4)

Switch off the current before connecting or relamping.
Mount the support A to outlet box to wall and connect ground supply wire to ground
(yellow/green) fixture wire then balck to line (black) and white to white with
wirenuts.
Fix the box B over support A with cap nut and screw the bulbs.
First mount the internal glass leaves 1 then the external glass leaves 2 with the
proper screws C.
Insert the glass bow 3, adjusting its height with the washer D and screw the glass
knob 4.
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Applique Decorative EXCELSIOR

r 5362/0OR

r 5362/CR

r 5362/GR

r 5362/VR

r 5362/RR

h. - height cm 40 - 153"
[. - width cm 38 — 15"
p. - jut cm 18- 7%
Kg.-pounds 8-17,63

r 120V r 240V
50Hz ~ 60Hz

N°® 2 x max 60W
r E14 r E17 r E12 (candeabrabase)
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