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ATTENZIONE!

Togliere la corrente prima di eseguire qualsias collegamento elettrico o
sostituire le lampadine.

Fissare a offitto la staffa ed il gancio dellatige A, quindi eseguire il collegamento
dellalinea di alimentazione elettrica al morsetto.

Infilare nella tige A i tre pezzi della montatura B e bloccarla serrando
adeguatamenteil dado C.

Awvitare le lampadine e inserire le foglie in vetro interne e poi quelle piu esterne.
Infilareil vetro 1 ed avvitare la rondella E regolando la quota con larondella interna
D. Awitare I’ adattatore G einfilareil vetro 2 efissarlo con la borchia F.

1
WARNING!

Switch off the current before connecting or relamping.

Fasten mounting bracket with stem and hook A to ceiling and make up the
connection using the proper binding post.

Mount the canopy, the nut and the fixture arms B over stem and secure it by
tightening the lock nut C.

Install bulbs and insert the internal glass leaves then the external glass leaves.

Sip the piece 1 and screw the washer E adjusting position of the washer D. Screw
the adapter G and insert the piece 2 and fasten it with the stud F.
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Switch off the current before connecting or relamping.

RISK OF FIRE AND ELECTRIC SHOCK. THIS PRODUCT IS TO BE
INSTALLED BY A QUALIFIED ELECTRICIAN ONLY.
DO NOT ATTACH TO OUTLET BOX, FIXTURE OVER 50 POUNDS.

Fasten mounting bracket with stem and hook A to ceiling and make up the
connection using the proper binding post.

Mount the canopy, the nut and the fixture arms B over stem and secure it by
tightening the lock nut C.

Install bulbs and insert the glass leaves following the numbering.

Sip the piece 1 and screw the washer E adjusting position of the washer D. Screw
the adapter G and insert the piece 2 and fasten it with the stud F.

Plafoniera Piume
r 5399/0B

h./height cm36—-14 %" V C E
1%} cm 90—-35 %"

Peso/ weight 33 Kg. — 72,6 pounds
r 120V r 240V
n°8 x max.60W - N°3 x max.40W
r E27 r E26 (medium base)
r E14 r E12 (candeabrabase)
Lampadina opalina/ White bulb
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