1) ATTENZIONE!
Togliere la corrente prima di eseguire qualsiasi collegamento elettrico o sostituire le lampadine.

1) Fissare la staffa e il gancio A al soffitto ed eseguire il collegamento elettrico alla linea di
alimentazione.

2) Fissare il rullo 1 con la borchia B.

3) Fissare con le apposite viti prima le palmette interne 2 poi le palmette esterne 3 e proseguire

nell’ordine numerico indicato.
%
(GB) WARNING!
Switch off the current before connecting or relamping.
1) Fix the bracket and the hook A to the ceiling and make the electric connections to power
line.
2) Fasten the glass piece 1 with the stud B, screw the bulbs.
3) First fasten the inner “palmette” glass leaves 2 with the proper screws and then the other
ones 3. For all the others go on following the numbering.
%
(USA) WARNING!

Switch off the current before connecting or relamping.
DO NOT ATTACH TO OUTLET BOX, FIXTURE OVER 50 POUNDS.

1) Fix the the frame A to ceiling and make the electric connections to power line.

2) Fasten the glass piece 1 with the stud B, screw the bulbs.

3) First fasten the inner “palmette” glass leaves 2 with the proper screws and then the other
ones 3. For all the others go on following the numbering.
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Lampadario PALMETTE
m) 5310/12

altezza/height cm61—24”

JIdiameter cm 120 — 4713/,”
peso/weight 110 Kg — 242 Ibs
100-120V 3 220-240V
50Hz~60Hz

O N° 28x max 60W O N° 28x max 40W
O E27 O E26 (medium base)

CL 1

Lampadina chiara / clear bulb
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