(GB)
1)

2)
3)

ATTENZIONE!
Togliere la corrente prima di eseguire qualsiasi collegamento elettrico o sostituire le
lampadine.
Agganciare la canna A al soffitto ed infilare la scatola B ed eseguire il collegamento elettrico
alla linea di alimentazione. Fissare la scatola B con la rondella zigrinata C, quindi avvitare le
lampadine.
Fissare il rullo 1 con la borchia D.
Fissare con le apposite viti prima le 12 palmette interne 2 e poi le 12 palmette esterne 3.
%
WARNING!
Switch off the current before connecting or relamping.
Hook the bar A to ceiling and insert the canopy B then connect fixture wires t supply
wires. Fasten the canopy B with round knurled locknut C then screw the bulbs.
Fix the glass piece 1 with the stud D.
First secure the 12 inner “palmette” 2 with the proper screws then the 12 outer

“palmette” 3.
&

(USA) WARNING!

1)

2)
3)

Switch off the current before connecting or relamping.

Hook the tube E with cross bar to outlet box, and connect ground supply wire to
ground (yellow/green) fixture wire then Black to line (Black) and Whitet to line
(White) with wirenut. Fasten the canopy B with round knurled locknut C then screw
the bulbs.

Fix the glass piece 1 with the stud D.

First secure the 12 inner “palmette” 2 with the proper screws then the 12 outer

“palmette” 3.
&
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Plafoniera PALMETTE

O 5310/3

h. cm18-7”

a. cm57-22"1/2

Kg. 10-221b

3 120V 3 240V

50Hz ~ 60Hz

0 N° 2x max 60W O N° 2x max 40W
OJE14 3 E12 (candelabra base)
Cl 1
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