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ATTENZIONE!
Togliere la corrente prima di eseguire qualsiasi collegamento elettrico o sostituire le lampadine.
Fissare la tige A al soffitto, ed eseguire il collegamento elettrico alla linea di
alimentazione.
Awvvitare le lampadine e fissare il vetro 2 con la borchia B.
Fissare le palmette 1 alla montatura partendo dal livello centrale.
&
WARNING!
Switch off the current before connecting or relamping.
Fasten to the ceiling the bar A, make the electric connection to power line supply.
Screw the bulbs and fix the glass piece 2 by the stud B.
Fasten the “palmette” 1 to the metal frame starting from the central level.
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(USA) WARNING!

Switch off the current before connecting or relamping.
RISK OF FIRE AND ELECTRIC SHOCK. THIS PRODUCT IS TO BE
INSTALLED BY A QUALIFIED ELECTRICIAN ONLY.
DO NOT ATTACH TO OUTLET BOX, FIXTURE OVER 50 POUNDS.
Fasten to the ceiling the bar A, make the electric connection to power line supply.
Screw the bulbs and fix the glass piece 2 by the stud B.
Fasten the “palmette” 1 to the metal frame starting from the central level.
&
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PALMETTE - Sospensione
Suspension Lamp

d 5310/13
Altezza/height 62cm — 24"
@ldiameter 64cm — 257V,
Peso/weight 27Kg —59,41b
3 120v 3 240V

50Hz / 60Hz 50Hz / 60Hz

O N° 6x max 60W O N° 12x max 40W
N° 6x max 40W

OE14

Cl. 1

OE12(candelabra base)
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